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Environmentally friendly 
stoves
With our products we aim to assure home comfort, thanks to the 
healthy radiant heat released by our stoves in the room. They 
comply with the highest efficiency and emissions standards.
Sintesi stove meets the requirements of Ecodesign 2022.

ECO
DESIGN

2022

Heart of
The combustion chamber of Sintesi and Sintesi Mini is made of 
Keramfire®, a particular refractory material. This is an exclusive 
blend of natural raw materials, developed in our laboratory and 
resistant to high temperatures as well as thermal shock. A “Total 
Combustion” is developed by this innovative combustion chamber, 
so efficiency is increased and emissions are reduced.
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Highest efficiency, 
environmental 
sustainability and saving
“Smart Fire” is the electronic system by Cerampiù that allows 
to optimise the wood combustion process. A correct supply of 
combustion air is provided, in relation to the temperature in the 
combustion chamber. In this way emissions and consumption are 
even more reduced, by achieving the highest efficiency.

Even more accumulation
with
The kit of Durasic® plates allows our stove Sintesi a further 
increase of accumulation and a gradual heat release. Durasic® 
is an innovative material, based on silicon carbide and fireclay, 
developed in our company laboratory. A certified product with an 
excellent performance.
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A PROGRAMMABLE WOOD BURNING STOVE?
You cannot miss it!

The new “Hybrid” system, developed by Cerampiù, allows tiled stoves to work in 
a double way: either by wood or by electric power, as well as combining the two 
systems.

The sun and the wood are two natural and renewable sources that never exhaust. 
Our Hybrid system, even better if combined with photovoltaic system, allows more 
autonomy, maximum saving and comfort.

The stove can be used electrically for a more 
practical and simple handling. It is possible to 
program the switching on and off in order to 
find the stove already warm, before waking up 
in the morning or before coming back home, 
without lighting the fire on.

for more information please ask for “Hybrid” catalogue.*

SYSTEM
HYBRID
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Wood is one of the most important renewable 
heat sources we currently have. In Cerampiù 
we care a lot about environmental protection 
and for this reason all our stoves are eco-
friendly. 
The wood combustion can be considered 
“neutral CO2

” since the quantity of carbon 
dioxide released during combustion is the same 
as that used by the plant during its growth.

LONG-LASTING HEAT
Heat is accumulated during combustion by tiles, 
the combustion chamber of Keramfire® and by 
flue gas system and then gradually released to 
the room for many hours.

INSTANT HEATING
Heating is released instantly by irradiation 
(door) and natural convection (top part). Your 
home will be warmed in a healthy and natural 
way, right after lighting the fire on, and for 
several hours.

Ecology, environmental 
sustainability...

Accumulation, Irradiation and 
Natural convection

Natural convection

Irradiation

Heating accumulation
4h - 6h
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... of precious handcrafted tiles

Earth, water, air, fire: the precious tiles of our stoves Sintesi and Sintesi Mini originate from 
these basic elements, a combination based on clay and water to obtain a natural mixture 
which is poured into special plaster moulds. After opening these moulds, tiles are hand-
finished and placed on specific shelves to get dry. Tiles are then ready for burning in oven at 
a temperature above 1000°C.

A real work of art...

Decorations and engravings are 
completely hand-made by our 
decorators who create unique 
and original pieces, according to 
the aesthetic needs of stove. Tile 
glazing allows to customise your 
stove, by choosing from our wide 
range of glazes.

100% Made in Italy
A quality guarantee for a long-
lasting product, an added value 
for a precious item, custom-
made to meet your wish and 
therefore unique.
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* tiles col. Slate and White Seta – “Arte” decoration
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*tiles col. Hemp and Mocha Seta – “Fibra” effect
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*tiles col. Dove Brown Pastel
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*tiles col. Ruby Red
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*tiles col. Basalt Goccia and White Seta
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*tiles col. Hemp and Mocha Seta – “Fibra” effect
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*tiles col. Matt White Pastel – “Trama” effect
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*tiles col. Slate and White Seta – “Arte” decoration
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*tiles col. White Possagno and Basalt Goccia
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*tiles col. Vanilla and Bronze Seta
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*tiles col. India Brown and White Seta
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*tiles with customised glazes Bricks
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*tiles col. Matt White Pastel – “Trama” effect



20

*tiles col. Magenta Murano
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*tiles col. Aubergine Seta and Silver Grey Pastel - “Arte” decoration
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*tiles col. White Seta
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*tiles col. Magenta Murano and White Murano
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*soapstone
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*soapstone
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CE marking

Quality class M.D. n. 186/2017

MODEL SINTESI MINI

According to the Austrian law 15 a B-VG

Energy Efficiency Class

According to the German law BimSchV2

According to the law Ecodesign 2022

According to standard EN13240

ECO
DESIGN

2022

296 Kg

232 Kg

30,5x27x42(h) cm

Ø100

12 Pa

Ø150

6,5 g/s

243 Cº

2,2 Kg/h

Wood Logs

822 mg/Nm³

81,5%

7,5 Kw

4 h

2 Kw

Heat accumulation

Hybrid

Smart Fire

Required draft

Smoke exhaust

Smoke volume

Smoke temperature

Fuel consumption per hour

Fuel

CO (13% O
2
)

Efficiency

Rated heat output

Weight with soapstone cladding

Weight with tiled cladding

Fire chamber dimension

Air intake connector
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MODEL SINTESI

ECO
DESIGN

2022

470 Kg

360 Kg

30,5x33x47(h) cm

Ø125

10 Pa

Ø150

10,6 g/s

171 Cº

3,2 Kg/h

Wood Logs

544 mg/Nm³

86,5%

12 Kw

6 h

Unavailable

CE marking

Quality class M.D. n. 186/2017

According to the Austrian law 15 a B-VG

Energy Efficiency Class

According to the German law BimSchV2

According to the law Ecodesign 2022

According to standard EN13240

Heat accumulation

Hybrid

Smart Fire

Required draft

Smoke exhaust

Smoke volume

Smoke temperature

Fuel consumption per hour

Fuel

CO (13% O
2
)

Efficiency

Rated heat output

Weight with soapstone cladding

Weight with tiled cladding

Fire chamber dimension

Air intake connector



Cerampiù srl
Via dell’Artigianato, 19
31011 Asolo (TV) Italy
Tel. +39 0423 529 689
contatti@cerampiu.it

Authorized dealer

Our company reserves the right to make any changes without prior notice and has no responsibility for any
mistakes contained in this catalogue. As for photos, pictures and texts (even partial), rights are reserved.
Offenders will be punished according to the law. Provided data and measures are approximate.

Majolica is an handcrafted product: any small imperfection or change in glaze should be considered features
and not defects, since each piece is handmade.

Soapstone is a natural material, differences of shade and veining are its features. Images in the catalog may 
not correspond exactly to the product delivered.
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www.cerampiu.com


